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Bidirectional Radio

Antenna Impedance 500hm

Rated Voltage DC 3.7V

Battery type Li-ion battery,1500mAh
Output power <5W

Fuse Type 40 Amps External

Working temperature

-30°C~60°C (-22°F~140°F)

Band

Single band

Frecuency

Single frequency

Frequency Range

UHF: 400-470MHz

Memory Channel 16

CTCSS/DCS, Led torch, Low battery alarm, Power
Functions

saving, voice prompt, PC software programmable

Dimension(LxWxH) 60%33x115mm (Not counting antenna)

Weight 180g

Features:

Two Way Radio Built in LED torch long distance
range communication with earpiece, 2 pieces
pack.

- Enhanced Signal Transmission for Multi-Environment
Using.

- When in construction area, you need to communicate
with your team member efficiently.

- For security guards, you may feel this is a great tool for
your work, talk fo each other in time and quick.

- When you are fravelling by car or camping hiking with
group of friends, this helps constantly communication
among your mates.

What other features may help your work and
activities ?

-There are 16 channels for you to set on frequency range
from 400-470MHz.

-Built in LED tforch light for emergency use in the dark
environment or at night.

-Comes with hands-free earpieces, belt clips, 1500mAh
rechargeable Li-ion battery gives long standby time.

What's in the box:

2 x BF-888S Radio

2 x 3.7V 1500mAh Li-ion Battery
2 x Antenna

2 x Belf Clip

2 x Charger

2 x Earpiece

1 x User Manual
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MODEL: LR16A2ACAB




